
SS

S

S

VAN VAN

PROPOSED CTE ADDITION
FFE: 813.83'

BLDG. HEIGHT = 50'-10"
(REF. ARCHITECTURAL)

PROPOSED ALL
PURPOSE PRACTICE GYM

AND BAND HALL SPACE
FFE: 816.10'

BLDG. HEIGHT = 35'-4"
(REF. ARCHITECTURAL)

X

FL

FL FL FL FL FL

FL FL FL FL FL

FL FL FL FL FL

FL

FL FL FL FL FL

FL
FL FL FL

FL

FL
FL FL FL

FL

PROPOSED
ADDITIONAL

PARKING

RELOCATED ADA PARKING

PROPOSED POND EXPANSION
(REF. SHEET C6.00 FOR DETAILS)

N: 13949050.78
E: 2318788.58

N: 13949122.46
E: 2318611.78

N: 13948532.00
E: 2318262.72

N: 13948404.49
E: 2318431.34

N: 13949223.14
E: 2317927.40

N: 13949503.32
E: 2317966.63

N: 13949589.54
E: 2318468.20

N: 13949074.19
E: 2318857.45

N: 13948395.20
E: 2318248.08

N: 13948673.28
E: 2318119.34

N: 13948904.18
E: 2319250.07

N: 13949595.82
E: 2318830.14

N: 13949371.24
E: 2319064.27

N: 13949587.01
E: 2319594.94

N: 13949013.25
E: 2318500.17

PROPOSED FIRE HYDRANT

20
.0

'

106' HAND

61' HAND

13
4' 

HAND

28
.0

'
28

.0
'

25.0'

20.0'

CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT
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REPLACE SIDEWALK AT JOINT

CONTRACTOR TO REMOVE AND
REPLACE SIDEWALK AT JOINT

CONTRACTOR TO REMOVE AND
REPLACE SIDEWALK AT JOINT

PROPOSED DISCUS CAGE & CONCRETE PAD (BY OTHERS)
- TO BE CONSTRUCTED TO MATCH ADJACENT FACILITY

AND MEET NATIONAL FEDERATION OF STATE HIGH
SCHOOL ASSOCIATIONS (NFHS) DESIGN STANDARDS
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CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.
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2" DISC MONUMENT STAMPED "HAYS COUNTY 1995 GPS
CONTROLMONUMENT 62"
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C4.00

OVERALL SITE
PLAN

NOTES
1. ALL DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

2. REFER TO ARCHITECTURAL CONSTRUCTION DRAWINGS FOR EXACT BUILDING
DIMENSIONS. REFER TO LANDSCAPE ARCHITECT'S PLANS FOR DIMENSIONS AND DETAIL
OF HARDSCAPE.

3. ALL CURB RADII ARE 3 FEET UNLESS DIMENSIONED OTHERWISE.

4. BUILDING, MECHANICAL EQUIPMENT AND SIGNS ARE SHOWN HEREON FOR REFERENCE
ONLY.  REFER TO CONSTRUCTION PLANS OF THOSE ITEMS FOR LOCATIONS AND
DIMENSIONS.

5. ALL CONSTRUCTION SPECIFICATIONS WITHIN CITY RIGHT-OF-WAY AND EASEMENTS
SHALL COMPLY WITH CITY OF BUDA STANDARDS. PRIOR APPROVAL TO USE ANY
NON-STANDARD MATERIAL IS REQUIRED.

6. THIS PLAN COMPLIES WITH THE 2015 INTERNATIONAL FIRE CODE (IFC) AND CITY OF
BUDA MUNICIPAL CODE OF ORDINANCES.

SITE DATA TABLE
GENERAL SITE DATA

LEGAL DESCRIPTION HAYS CISD HIGH SCHOOL NUMBER 3, ACRES
135.152, EXEMPT PROP

ZONING AG - AGRICULTURAL

SITE ACREAGE 135.15 AC

ADDRESS 4260 RANCH TO MARKET RD 967, BUDA, TX 78610

BUILDING DATA

BUILDING SQUARE FOOTAGE 15,692 CTE ADDITION; 27,247 GYM/BANDHALL

BUILDING HEIGHT 52' CTE ADDITION; 36' GYM/BANDHALL

PARKING DATA

REQUIRED PARKING SPACES
642: 1.5 SPACES FOR EACH STAFF MEMBER PLUS 1
SPACE FOR EACH 3 STUDENTS ENROLLED IN 11TH
AND 12TH GRADES

STANDARD SPACES PROVIDED 920

ACCESSIBLE SPACES PROVIDED 31

TOTAL SPACES PROVIDED 951

IMPERVIOUS COVER

ANALYZED AREA 118.14 AC

POST-DEVELOPMENT IMPERVIOUS COVER 44.43 AC

LEGEND
PROPERTY BOUNDARY

PROPOSED SAWCUT LINE

PROPOSED FIRE LANE

PROPOSED GUARD RAIL

PROPOSED RETAINING WALL
(TRIANGLE INDICATE FACE OF WALL)

PROPOSED PARKING COUNT

PROPOSED ACCESSIBLE PARKING SPACE

PROPOSED BARRIER FREE RAMP

PROPOSED SANITARY SEWER MANHOLE

PROPOSED CURB INLET

PROPOSED FIRE HYDRANT

PROPOSED POWER POLE

EXISTING SANITARY SEWER MANHOLE

EXISTING FIRE HYDRANT

EXISTING POWER POLE

FIRE LANE
(DASHED LINES INDICATES MIN. DIMENSIONS)

FIRE TRUCK HOSE LAY TO HYDRANT

HOSE LAY (PULLING BY HAND)

EXISTING FIRE LANE STRIPING (NOT FIELD VERFIED)

FL
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S
CI

SEE SHEET
C4.02

SEE SHEET
C4.01

SEE SHEET
C4.01

FL

FL

FIRE LANE MARKING
N.T.S.

FIRE LANE STRIPING SHALL BE 6" RED STRIPES WITH 3" INCH MIN.
WHITE LETTERS READING "FIRE LANE - TOW AWAY ZONE". STRIPING
SHALL BE PLACED FROM THE TOP OF THE SEAM OF THE CURB TO A

POINT EVEN WITH THE DRIVING SURFACE OR AS SPECIFIED BY LOCAL
REQUIREMENTS.

FIRE LANE - TOW AWAY ZONE FIRE LANE - TOW AWAY ZONE

FIRE LANE - TOW AWAY ZONEFIRE LANE - TOW AWAY ZONE
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CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.
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NOTES
1. ALL DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

2. REFER TO ARCHITECTURAL CONSTRUCTION DRAWINGS FOR EXACT BUILDING
DIMENSIONS. REFER TO LANDSCAPE ARCHITECT'S PLANS FOR DIMENSIONS AND DETAIL
OF HARDSCAPE.

3. ALL CURB RADII ARE 3 FEET UNLESS DIMENSIONED OTHERWISE.

4. BUILDING, MECHANICAL EQUIPMENT AND SIGNS ARE SHOWN HEREON FOR REFERENCE
ONLY.  REFER TO CONSTRUCTION PLANS OF THOSE ITEMS FOR LOCATIONS AND
DIMENSIONS.

5. ALL CONSTRUCTION SPECIFICATIONS WITHIN CITY RIGHT-OF-WAY AND EASEMENTS
SHALL COMPLY WITH CITY OF BUDA STANDARDS. PRIOR APPROVAL TO USE ANY
NON-STANDARD MATERIAL IS REQUIRED.

6. REFERENCE GEOTECHNICAL REPORT FOR ADDITIONAL PAVING AND SOIL PREPARATION
NOTES.

7. REFERENCE IRRIGATION AND MEP PLANS FOR CONDUIT SIZES AND LOCATIONS UNLESS
OTHERWISE NOTED ON THIS SHEET.

8. EXPANSION JOINTS SHOULD BE USED WHEREVER THE PAVEMENT WILL ABUT A
STRUCTURAL ELEMENT SUBJECT TO DIFFERENT MAGNITUDE OF MOVEMENT, E.G., LIGHT
POLES, RETAINING WALLS, EXISTING PAVEMENT, STAIRWAYS, ENTRYWAY PIERS,
BUILDING WALLS, OR MANHOLES.

9. EXISTING MANHOLE TOPS, VALVE BOXES, ETC. ARE TO BE ADJUSTED AS REQUIRED TO
MATCH PROPOSED GRADES.  IF NECESSARY, ADJUSTMENTS SHALL BE PERFORMED
UPON COMPLETION OF PAVING AND FINE GRADING TO ENSURE A SMOOTH TRANSITION.

C4.01

DIMENSION
CONTROL PLAN
(SHEET 1 OF 2)
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TAS NOTE
GROUND AND FLOOR SURFACES ALONG ACCESSIBLE ROUTES AND IN ACCESSIBLE ROOMS
AND SPACES INCLUDING FLOORS, WALKS, RAMPS, STAIRS, AND CURB RAMPS, SHALL BE
STABLE, FIRM, SLIP-RESISTANT, AND SHALL COMPLY WITH SECTION 302 OF THE TEXAS
ACCESSIBILITY STANDARDS.
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LEGEND
PROPERTY BOUNDARY

PROPOSED SAWCUT LINE

PROPOSED FIRE LANE

PROPOSED GUARD RAIL

PROPOSED RETAINING WALL
(TRIANGLE INDICATE FACE OF WALL)

PROPOSED PARKING COUNT

PROPOSED ACCESSIBLE PARKING SPACE

PROPOSED BARRIER FREE RAMP

PROPOSED SANITARY SEWER MANHOLE

PROPOSED CURB INLET

PROPOSED FIRE HYDRANT

PROPOSED POWER POLE

EXISTING SANITARY SEWER MANHOLE

EXISTING FIRE HYDRANT

EXISTING POWER POLE

PROPOSED 6" CONCRETE CURB
(REF. DETAIL, THIS SHEET)

4" PAINTED STRIPE (TYP.)

4" PAINTED STRIPING, 2' O.C. @ 45°

FIRE LANE STRIPING (REF. DETAIL, SHEET C4.00)

ACCESSIBLE PARKING SYMBOL
(REF. DETAIL, SHEET C10.00)

ACCESSIBLE PARKING SIGN
(REF. DETAIL, SHEET C10.00)

CONSTRUCT ON-SITE CONCRETE SIDEWALK
(REF. DETAIL, SHEET C10.00)

CONCRETE WHEELSTOP (REF. DETAIL, SHEET C10.00)

CONSTRUCT ON-SITE BARRIER FREE RAMP
(REF. DETAIL, SHEET C10.00)

PROPOSED 6' DOG KENNEL FENCE AND GATES

PROPOSED CONCRETE STAIR
(REF. DETAIL, SHEET C10.00)

PROPOSED BOLLARDS (REF. DETAIL, SHEET C10.00)

PROPOSED HANDRAILS (REF. DETAIL, SHEET C10.00)

PROPOSED FENCE AND GATES

PROPOSED LIGHT-DUTY CONCRETE PAVEMENT
(GENERAL PARKING)

PROPOSED MEDIUM-DUTY CONCRETE PAVEMENT
(ACCESS DRIVES)

PROPOSED HEAVY-DUTY CONCRETE PAVEMENT
(BUS LOOP)

PROPOSED ON-SITE (PRIVATE) SIDEWALK

PROPOSED PUBLIC SIDEWALK

PROPOSED PVC CONDUIT LOCATION
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EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.
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TAS NOTE
GROUND AND FLOOR SURFACES ALONG ACCESSIBLE ROUTES AND IN ACCESSIBLE ROOMS
AND SPACES INCLUDING FLOORS, WALKS, RAMPS, STAIRS, AND CURB RAMPS, SHALL BE
STABLE, FIRM, SLIP-RESISTANT, AND SHALL COMPLY WITH SECTION 302 OF THE TEXAS
ACCESSIBILITY STANDARDS. C4.02

DIMENSION
CONTROL PLAN
(SHEET 2 OF 2)

KEY MAP
N.T.S.

C4.01

C4.02

MATCH LINE SEE SHEET C9.01

C4.01

C4.01

NOTES
1. ALL DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED.

2. REFER TO ARCHITECTURAL CONSTRUCTION DRAWINGS FOR EXACT BUILDING
DIMENSIONS. REFER TO LANDSCAPE ARCHITECT'S PLANS FOR DIMENSIONS AND DETAIL
OF HARDSCAPE.

3. ALL CURB RADII ARE 3 FEET UNLESS DIMENSIONED OTHERWISE.

4. BUILDING, MECHANICAL EQUIPMENT AND SIGNS ARE SHOWN HEREON FOR REFERENCE
ONLY.  REFER TO CONSTRUCTION PLANS OF THOSE ITEMS FOR LOCATIONS AND
DIMENSIONS.

5. ALL CONSTRUCTION SPECIFICATIONS WITHIN CITY RIGHT-OF-WAY AND EASEMENTS
SHALL COMPLY WITH CITY OF BUDA STANDARDS. PRIOR APPROVAL TO USE ANY
NON-STANDARD MATERIAL IS REQUIRED.

6. REFERENCE GEOTECHNICAL REPORT FOR ADDITIONAL PAVING AND SOIL PREPARATION
NOTES.

7. REFERENCE IRRIGATION AND MEP PLANS FOR CONDUIT SIZES AND LOCATIONS UNLESS
OTHERWISE NOTED ON THIS SHEET.

8. EXPANSION JOINTS SHOULD BE USED WHEREVER THE PAVEMENT WILL ABUT A
STRUCTURAL ELEMENT SUBJECT TO DIFFERENT MAGNITUDE OF MOVEMENT, E.G., LIGHT
POLES, RETAINING WALLS, EXISTING PAVEMENT, STAIRWAYS, ENTRYWAY PIERS,
BUILDING WALLS, OR MANHOLES.

9. EXISTING MANHOLE TOPS, VALVE BOXES, ETC. ARE TO BE ADJUSTED AS REQUIRED TO
MATCH PROPOSED GRADES.  IF NECESSARY, ADJUSTMENTS SHALL BE PERFORMED
UPON COMPLETION OF PAVING AND FINE GRADING TO ENSURE A SMOOTH TRANSITION.
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PROPOSED SAWCUT LINE

PROPOSED FIRE LANE

PROPOSED GUARD RAIL

PROPOSED RETAINING WALL
(TRIANGLE INDICATE FACE OF WALL)

PROPOSED PARKING COUNT

PROPOSED ACCESSIBLE PARKING SPACE

PROPOSED BARRIER FREE RAMP

PROPOSED SANITARY SEWER MANHOLE

PROPOSED CURB INLET

PROPOSED FIRE HYDRANT

PROPOSED POWER POLE

EXISTING SANITARY SEWER MANHOLE

EXISTING FIRE HYDRANT

EXISTING POWER POLE

PROPOSED 6" CONCRETE CURB
(REF. DETAIL, THIS SHEET)

4" PAINTED STRIPE (TYP.)

4" PAINTED STRIPING, 2' O.C. @ 45°

FIRE LANE STRIPING (REF. DETAIL, SHEET C4.00)

ACCESSIBLE PARKING SYMBOL
(REF. DETAIL, SHEET C10.00)

ACCESSIBLE PARKING SIGN
(REF. DETAIL, SHEET C10.00)

CONSTRUCT ON-SITE CONCRETE SIDEWALK
(REF. DETAIL, SHEET C10.00)

CONSTRUCT PUBLIC CONCRETE SIDEWALK
(REF. DETAIL, SHEET C10.00)

CONCRETE WHEELSTOP (REF. DETAIL, SHEET C10.00)

CONSTRUCT ON-SITE BARRIER FREE RAMP
(REF. DETAIL, SHEET C10.00)

CONSTRUCT PUBLIC BARRIER FREE RAMP
(REF. DETAIL, SHEET C10.00)

PROPOSED 6' DOG KENNEL FENCE

PROPOSED STEP CONCRETE STAIRCASE
(REF. DETAIL, SHEET C10.00)

PROPOSED BOLLARDS (REF. DETAIL, SHEET C10.00)

PROPOSED HANDRAILS (REF. DETAIL, SHEET C10.00)

PROPOSED FENCE

PROPOSED LIGHT-DUTY CONCRETE PAVEMENT
(GENERAL PARKING)

PROPOSED MEDIUM-DUTY CONCRETE PAVEMENT
(ACCESS DRIVES)

PROPOSED HEAVY-DUTY CONCRETE PAVEMENT
(BUS LOOP)

PROPOSED ON-SITE (PRIVATE) SIDEWALK

PROPOSED PUBLIC SIDEWALK

PROPOSED PVC CONDUIT LOCATION

FL
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O O O O O O
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VAN VAN

PROPOSED CTE ADDITION
FFE: 813.83'

BLDG. HEIGHT = 50'-10"
(REF. ARCHITECTURAL)

X

X X

X

D
W

SS SS SS SS SS

SS

SSSSSSSS

SS

SS

SS

SS

SS

SS

SS

S

EXISTING BUILDING POINT OF CONNECTION
4" FL = 806.80

REF. MEP PLAN FOR CONTINUATION
(PER "FINAL PLANS FOR BIDDING AND CONSTRUCTION"

DATED 2017.03.31, SEE NOTE 13)

EXISTING 20 LF 4" PVC @ 4.54%

CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT
(UTILIZING MOST COST
EFFECTIVE ALTERNATIVE)

PROPOSED 10' OPEN SAWCUT

PROPOSED 4" DRAIN INLET
(REF. MEP)

PROPOSED FIRE HYDRANT

PROPOSED 6" 45° BEND

CONTRACTOR TO CONNECT TO
EXISTING WATER LINE. CONNECTION
SHALL BE EITHER WET CONNECTION
OR CONTRACTOR TO UTILIZE FIRE
WATCH WHILE THIS NEW TEE IS
INSTALLED

PROPOSED POINTS OF CONNECTION
(REF. MEP FOR CONTINUATION)

PROPOSED GREASE TRAP
(REF. MEP PLAN FOR
CONTINUATION)

CONTRACTOR TO BORE UNDER
EXISTING RETAINING WALL FOR
PROPOSED SEWER CONNECTION

STA. 0+00.00 SSWR LINE D
CONNECT TO
EXISTING SSWR
RIM 812.45
FL 8" IN (NW) 802.00

STA. 0+86.02 SSWR LINE D
PROPOSED 4' SEWER MANHOLE
RIM 812.35
FL 8" IN (W) 802.48
FL 8" OUT (SE) 802.48

STA. 0+00.00 SSWR LINE A
CONNECT TO
EXISTING SSWR LINE
(PER "FINAL PLANS FOR BIDDING
AND CONSTRUCTION"
DATED 2017.03.31, SEE NOTE 13)
INSTALL:
6" WYE
RIM 809.84
FL 6" IN (W) 801.46
FL 6" IN (SW) 801.46
FL 6" OUT (E) 801.46

STA. 1+74.94 SSWR LINE A
PROPOSED 6" SSWR CONNECTION

AT EXISTING ACID NEUTRALIZER
REF. MEP PLANS FOR

CONTINUATION
FL 6" 805.89

STA. 1+71.94 SSWR LINE A
INSTALL:
6" 45° BEND
FL 6" 805.81

STA. 1+13.11 SSWR LINE B
PROPOSED 4" SSWR CONNECTION
AT PROPOSED ACID NEUTRALIZER

REF. MEP PLANS FOR
CONTINUATION

FL 4" 804.66

STA. 0+22.69 SSWR LINE C
INSTALL:
6" 45° BEND
FL 6" 804.98
FL 6" 804.98

STA. 1+08.86 SSWR LINE B
INSTALL:
4" WYE
W/ CLEANOUT
RIM 810.60
FL 4" 804.58

STA. 1+04.62 SSWR LINE B
INSTALL:
4" 45° BEND
FL 4" 804.50

STA. 0+00.00 SSWR LINE C
CONNECT TO

EXISTING SSWR LINE
INSTALL:

6" WYE
RIM 813.14

FL 6" IN (E) 804.32

STA. 0+66.22 SSWR LINE A
INSTALL:

6" WYE
W/ CLEANOUT

RIM 814.51
FL 6" 803.14

STA. 0+16.20 SSWR LINE A-2
INSTALL:
4" WYE
W/ CLEANOUT
RIM 813.45
FL 6" 802.73

STA. 0+21.19 SSWR LINE A-2
6" SSWR CONNECTION
REF. MEP PLANS FOR

CONTINUATION
FL 4" 802.88

STA. 0+12.95 SSWR LINE A-2
INSTALL:
4" 45° BEND
FL 6" 802.63

STA. 0+08.13 SSWR LINE B
INSTALL:
4" 45° BEND
FL 4" 802.69

STA. 0+44.06 SSWR LINE A
6" SSWR CONNECTION
REF. MEP PLANS FOR

CONTINUATION
FL 6" 802.58

STA. 0+04.89 SSWR LINE B=
STA. 0+00.00 SSWR LINE B-1

INSTALL:
4" WYE

FL 4" 802.63
FL 4" 802.63

STA. 0+33.03 SSWR LINE A
6" SSWR CONNECTION
REF. MEP PLANS FOR

CONTINUATION
FL 6" 802.30

STA. 0+31.13 SSWR LINE A=
STA. 0+00.00 SSWR LINE A-2
INSTALL:
4" X 6" WYE
FL 6" 802.25

STA. 0+27.91 SSWR LINE A
INSTALL:
6" WYE
W/ CLEANOUT
RIM 813.91
FL 6" 802.17

3 LF OF 6" PVC @ 2.53%

106 LF OF 6" PVC @ 2.53%

22 LF OF 6" PVC @ 2.53%

2 LF OF 6" PVC @ 2.53%
3 LF OF 6" PVC @ 2.53%

28 LF OF 6" PVC @ 2.53%

3 LF OF 6" PVC @ 2.98%

13 LF OF 6" PVC @ 2.98%

4 LF OF 4" PVC @ 1.87%

4 LF OF 4" PVC @ 1.87%

96 LF OF 4" PVC @ 1.87%

3 LF OF 4" PVC @ 1.87%

86 LF OF 8" PVC @ 0.55%

5 LF OF 4" PVC @ 2.98%
STA. 0+23.02 SSWR LINE C
6" SSWR CONNECTION
REF. MEP PLANS FOR
CONTINUATION
RIM 813.45
FL 6" IN (NW) 804.99

23 LF OF 6" PVC @ 2.93%

PROPOSED SOLIDS INTERCEPTOR (REF. MEP PLAN FOR CONTINUATION)

5 LF OF 4" PVC @ 1.09%

STA. 0+01.53 SSWR LINE B-1
4" SSWR CONNECTION
REF. MEP PLANS FOR

CONTINUATION
FL 4" 802.70

STA. 1+71.94 SSWR LINE A
CONNECT TO EXISTING 4" SSWR LINE
RIM 810.67
FL 4" IN (S) 802.58

SS
SS

SS
SS

SS SS SS SS SS SS SS SS SS SS SS SS SS SS SS SSS

CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT
(UTILIZING MOST COST
EFFECTIVE ALTERNATIVE)

STA. 4+73.31 SSWR LINE D
PROPOSED 4' SEWER MANHOLE
RIM 813.31
FL 8" IN (S) 804.62
FL 8" OUT (E) 804.62

STA. 3+73.31 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 812.93
FL 8" 804.06

STA. 2+79.67 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 812.45
FL 8" 803.55

STA. 1+86.02 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 812.81
FL 8" IN (W) 803.03
FL 8" OUT (E) 803.03

100 LF OF 8" PVC @ 0.55%

100 LF OF 8" PVC @ 0.55% 94 LF OF 8" PVC @ 0.55% 94 LF OF 8" PVC @ 0.55% 100 LF OF 8" PVC @ 0.55%
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CONTRACTOR TO BORE U
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EFFECTIVE ALT
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STA. 7+54.05 SSWR LINE D
PROPOSED 4' SEWER MANHOLE

RIM 812.83
FL 8" IN (S) 806.17

FL 8" OUT (N) 806.17

STA. 8+74.78 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 815.35
FL 8" 806.84

STA. 8+14.42 SSWR LINE D
INSTALL:

8" IN-LINE CLEANOUT
RIM 813.35

FL 8" 806.50

STA. 6+73.31 SSWR LINE D
INSTALL:

8" IN-LINE CLEANOUT
RIM 812.72

FL 8" 805.72

STA. 5+73.31 SSWR LINE D
INSTALL:

8" IN-LINE CLEANOUT
RIM 811.85

FL 8" 805.17

80
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F 
O

F 
8"
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VC

 @
 0

.5
5%

60 LF OF 8" PVC @ 0.55%

60 LF OF 8" PVC @ 0.55%

81 LF OF 8" PVC @ 0.55%

100 LF OF 8" PVC @ 0.55%

CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT

(UTILIZING MOST COST
EFFECTIVE ALTERNATIVE)

CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT

(UTILIZING MOST COST
EFFECTIVE ALTERNATIVE)
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LEGEND
PROPOSED SANITARY SEWER LINE

PROPOSED WATER LINE

PROPOSED GAS LINE

PROPOSED UNDERGROUND ELECTRIC LINE

PROPOSED UNDERGROUND COMMUNICATION LINE

PROPOSED STORM DRAIN LINE

EXISTING SANITARY SEWER LINE

EXISTING WATER LINE

EXISTING GAS LINE

EXISTING OVERHEAD ELECTRIC LINE

EXISTING STORM DRAIN LINE

PROPOSED SANITARY SEWER MANHOLE

PROPOSED CLEANOUT

PROPOSED FIRE HYDRANT

PROPOSED WATER METER

PROPOSED BACKFLOW PREVENTER

PROPOSED VALVE

PROPOSED FITTING

PROPOSED GAS METER

PROPOSED POWER POLE

PROPOSED TRANSFORMER

PROPOSED CURB INLET

EXISTING SANITARY SEWER MANHOLE

EXISTING CLEANOUT

EXISTING FIRE HYDRANT

EXISTING WATER METER

EXISTING VALVE

EXISTING POWER POLE
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CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.

BENCHMARK LIST
HAYS COUNTY BENCHMARK #H062
2" DISC MONUMENT STAMPED "HAYS COUNTY 1995 GPS
CONTROLMONUMENT 62"
ELEV.=814.41'
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NOTES
1. CONTRACTOR TO FIELD VERIFY LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.

CONTACT ENGINEER IF FIELD CONDITIONS VARY.

2. ALL DIMENSIONS ARE TO CENTERLINE OF PIPE UNLESS NOTED OTHERWISE.

3. UTILITY CONNECTIONS TERMINATE 5' FROM BUILDING ENVELOPE.  SEE ARCHITECT AND
MEP PLANS FOR CONTINUATION.

4. VALVES 12" AND UNDER WILL BE RESILIENT SEAT GATE VALVES (RSGV).

5. FIRE SPRINKLER LINE SHALL BE SIZED AND INSTALLED BY A LICENSED FIRE SPRINKLER
CONTRACTOR.

6. REFER TO CITY OF BUDA DESIGN GUIDELINES FOR ALL WATER METER AND FIRE
HYDRANT DETAILS.

7. REFER TO CITY OF BUDA STANDARD CONSTRUCTION DETAILS FOR ALL SANITARY
SEWER MANHOLES AND CLEANOUTS.

8. ALL FITTINGS SHALL BE OF DOMESTIC MANUFACTURE AND SHALL BE MECHANICALLY
RESTRAINED.

9. CONTRACTOR SHALL REFER AND ADHERE TO ALL TCEQ DESIGN GUIDELINES (CHAPTER
217 AND 290) FOR ALL UTILITY CROSSINGS REQUIREMENTS.

10. CONTRACTOR TO CHECK THAT EXISTING WATER LINES MEET CITY OF BUDA MINIMUM
COVER. IF NOT, CONTRACTOR TO INSTALL 45DEG VERTICAL BENDS WHERE NECESSARY
TO MAINTAIN MINIMUM COVER.

11. REFERENCE WATER AND SANITARY SEWER NOTES ON SHEET C1.00 FOR ADDITIONAL
REQUIREMENTS.

12. REFERENCE SHEET C10.02 WATER AND SEWER STANDARD DETAILS.

13. CONTRACTOR TO FIELD VERIFY PRIOR TO THE START OF CONSTRUCTION AND NOTIFY
ENGINEER IF DIFFERS FROM PLAN.
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UTILITY PLAN
(SHEET 1 OF 2)

C9.01

UTILITY PLAN
(SHEET 1 OF 2)
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PROPOSED ALL
PURPOSE PRACTICE GYM

AND BAND HALL SPACE
FFE: 816.10'

BLDG. HEIGHT = 36'
(REF. ARCHITECTURAL)
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CONTRACTOR TO BORE UNDER
EXISTING PAVING OR BORE CUT
(UTILIZING MOST COST
EFFECTIVE ALTERNATIVE)

STA. 10+84.03 SSWR LINE D
8" SSWR CONNECTION
REF. MEP PLANS FOR

CONTINUATION
FL 8" 808.05

STA. 10+17.68 SSWR LINE D
PROPOSED 4' SEWER MANHOLE

RIM 814.25
FL 8" IN (SE) 807.81

FL 8" OUT (N) 807.72

STA. 9+54.78 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 813.87
FL 8" 807.28

STA. 8+74.78 SSWR LINE D
INSTALL:
8" IN-LINE CLEANOUT
RIM 815.35
FL 8" 806.84

66 LF OF 8" PVC @ 0.36%

63 LF OF 8" PVC @ 0.70%

80
 LF

 O
F 8"

 PVC @
 0.

55
%

PROPOSED FIRE HYDRANT

PROPOSED 6" 45° BEND

PROPOSED 6" 45° BEND

CONNECT TO EXISTING
6" WATER LINE

SS

SS
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VAN

S

S

S

S

LEGEND
PROPOSED SANITARY SEWER LINE

PROPOSED WATER LINE

PROPOSED GAS LINE

PROPOSED UNDERGROUND ELECTRIC LINE

PROPOSED UNDERGROUND COMMUNICATION LINE

PROPOSED STORM DRAIN LINE

EXISTING SANITARY SEWER LINE

EXISTING WATER LINE

EXISTING GAS LINE

EXISTING OVERHEAD ELECTRIC LINE

EXISTING STORM DRAIN LINE

PROPOSED SANITARY SEWER MANHOLE

PROPOSED CLEANOUT

PROPOSED FIRE HYDRANT

PROPOSED WATER METER

PROPOSED BACKFLOW PREVENTER

PROPOSED VALVE

PROPOSED FITTING

PROPOSED GAS METER

PROPOSED POWER POLE

PROPOSED TRANSFORMER

PROPOSED CURB INLET

EXISTING SANITARY SEWER MANHOLE

EXISTING CLEANOUT

EXISTING FIRE HYDRANT

EXISTING WATER METER

EXISTING VALVE

EXISTING POWER POLE

Sheet No.Job No.

Drawn By:

Date:

Pr
oj

ec
t:

Copyright © 2023, Huckabee & Associates, Inc.

CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.

BENCHMARK LIST
HAYS COUNTY BENCHMARK #H062
2" DISC MONUMENT STAMPED "HAYS COUNTY 1995 GPS
CONTROLMONUMENT 62"
ELEV.=814.41'

Know what'sbelow.
Call

Know what'sbelow.
R before you dig.R before you dig.
Know what'sbelow.
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C9.02

UTILITY PLAN
(SHEET 2 OF 2)

C9.02

UTILITY PLAN
(SHEET 2 OF 2)

NOTES
1. CONTRACTOR TO FIELD VERIFY LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.

CONTACT ENGINEER IF FIELD CONDITIONS VARY.

2. ALL DIMENSIONS ARE TO CENTERLINE OF PIPE UNLESS NOTED OTHERWISE.

3. UTILITY CONNECTIONS TERMINATE 5' FROM BUILDING ENVELOPE.  SEE ARCHITECT AND
MEP PLANS FOR CONTINUATION.

4. VALVES 12" AND UNDER WILL BE RESILIENT SEAT GATE VALVES (RSGV).

5. FIRE SPRINKLER LINE SHALL BE SIZED AND INSTALLED BY A LICENSED FIRE SPRINKLER
CONTRACTOR.

6. REFER TO CITY OF BUDA DESIGN GUIDELINES FOR ALL WATER METER AND FIRE
HYDRANT DETAILS.

7. REFER TO CITY OF BUDA STANDARD CONSTRUCTION DETAILS FOR ALL SANITARY
SEWER MANHOLES AND CLEANOUTS.

8. ALL FITTINGS SHALL BE OF DOMESTIC MANUFACTURE AND SHALL BE MECHANICALLY
RESTRAINED.

9. CONTRACTOR SHALL REFER AND ADHERE TO ALL TCEQ DESIGN GUIDELINES (CHAPTER
217 AND 290) FOR ALL UTILITY CROSSINGS REQUIREMENTS.

10. CONTRACTOR TO CHECK THAT EXISTING WATER LINES MEET CITY OF BUDA MINIMUM
COVER. IF NOT, CONTRACTOR TO INSTALL 45DEG VERTICAL BENDS WHERE NECESSARY
TO MAINTAIN MINIMUM COVER.

11. REFERENCE WATER AND SANITARY SEWER NOTES ON SHEET C1.00 FOR ADDITIONAL
REQUIREMENTS.

12. REFERENCE SHEET C10.02 WATER AND SEWER STANDARD DETAILS.

13. CONTRACTOR TO FIELD VERIFY PRIOR TO THE START OF CONSTRUCTION AND NOTIFY
ENGINEER IF DIFFERS FROM PLAN.
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VAN VAN

PROPOSED CTE ADDITION
FFE: 813.83'

BLDG. HEIGHT = 50'-10"
(REF. ARCHITECTURAL)

PROPOSED ALL
PURPOSE PRACTICE GYM

AND BAND HALL SPACE
FFE: 816.10'

BLDG. HEIGHT = 35'-4"
(REF. ARCHITECTURAL)

X

FL

3UC

PROPOSED POND EXPANSION -
SEED TO LIMITS OF DISTURBANCE

EXISTING
PARKING LOT
NOT FIELD
VERIFIED

EXISTING
PARKING LOT

NOT FIELD
VERIFIED

SYMBOL CODE QTY BOTANICAL / COMMON NAME ROOT CAL SIZE REMARKS

TREES

UC 3 ULMUS CRASSIFOLIA / CEDAR ELM B & B 3" CAL. 12`-14` HT. SINGLE STRAIGHT CENTRAL LEADER, FULL AND MATCHING

SYMBOL CODE QTY BOTANICAL / COMMON NAME CONT. SIZE SPACING REMARKS

TURF/GRASSES
CD 108,401 SF CYNODON DACTYLON / BERMUDA GRASS SEED

TT 53,206 SF CYNODON DACTYLON X TRANSVAALENSIS 'DT-1' / TIFTUF™ BERMUDAGRASS SOD N/A N/A SOD TO BE LOCALLY SOURCED, HAVE TIGHT, SAND FILLED JOINTS AND BE
FREE OF WEEDS.

PLANT SCHEDULE
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CAUTION!!

EXISTING UNDERGROUND UTILITIES IN THE AREA CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE  HORIZONTAL AND

VERTICAL LOCATION OF ALL UTILITIES PRIOR TO CONSTRUCTION.
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY REPAIRS TO

EXISTING UTILITIES DUE TO DAMAGE INCURRED DURING
CONSTRUCTION. CONTRACTOR SHALL NOTIFY THE ENGINEER OF

ANY DISCREPANCIES ON THE PLANS.

BENCHMARK LIST
HAYS COUNTY BENCHMARK #H062
2" DISC MONUMENT STAMPED "HAYS COUNTY 1995 GPS CONTROL
MONUMENT 62"
ELEV.=814.41'

Know what'sbelow.
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Know what'sbelow.
R before you dig.R before you dig.
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LP 0.00

OVERALL
LANDSCAPE
PLAN

SEE SHEET
LP 1.01

SEE SHEET
LP 1.00

SEE SHEET
LP 1.00

PLANTING NOTES:
1. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE LOCATIONS OF ALL

UNDERGROUND UTILITIES, PIPES, STRUCTURES, AND LINE RUNS IN THE FIELD PRIOR TO THE
INSTALLATION OF ANY PLANT MATERIAL.

2. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO ADVISE THE LANDSCAPE ARCHITECT OF
ANY CONDITION FOUND ON SITE WHICH PERMITS INSTALLATION AS SHOWN ON THESE
DRAWINGS.

3. ALL PLANT MATERIAL SHALL BE MAINTAINED IN A HEALTHY, GROWING CONDITION AND
MUST BE REPLACED WITHIN 30 DAYS WITH PLANT MATERIAL OF THE SAME VARIETY AND
SIZE IF DAMAGED, DESTROYED, OR REMOVED.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR FINE GRADING AND REMOVAL OF DEBRIS PRIOR
TO PLANTING IN ALL AREAS.

5. FINAL FINISH GRADING SHALL BE REVIEWED AND APPROVED BY THE LANDSCAPE ARCHITECT.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL TOPSOIL REQUIRED TO
CREATE A SMOOTH CONDITION PRIOR TO PLANTING.

6. CONTRACTOR SHALL VERIFY ALL PLANT QUANTITIES.  ALL PLANT QUANTITIES ARE LISTED
FOR INFORMATION PURPOSES ONLY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROVIDE
FULL COVERAGE IN ALL PLANTING AREAS AS SHOWN ON THE PLANS AND SPECIFIED IN THE
PLANT SCHEDULE.

7. CONTRACTOR TO PROVIDE STEEL EDGING BETWEEN ALL PLANTING BEDS AND TURF AREAS
UNLESS OTHERWISE INDICATED ON THE DRAWINGS.

8. ALL PLANT MATERIAL SHALL CONFORM TO THE SPECIFICATIONS GIVEN IN THE PLANT
SCHEDULE, PLANTING DETAILS, AND PLANTING SPECIFICATIONS.

9. ALL PLANT MATERIAL SHALL MEET INDUSTRY STANDARDS AS INDICATED IN THE CURRENT
EDITION OF THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1).

10.  ALL PLANT MATERIAL SUBSTITUTIONS SHALL BE APPROVED BY LANDSCAPE ARCHITECT
PRIOR TO PURCHASE.

11.  CONTRACTOR IS RESPONSIBLE FOR ALL COORDINATION WITH OTHER CONTRACTORS ON
SITE AS REQUIRED TO ACCOMPLISH ALL PLANTING OPERATIONS.

12.  PLANT MATERIAL SHALL BE PRUNED PER PLANTING SPECIFICATIONS UNLESS OTHERWISE
NOTED ON DRAWINGS.

13.  PLANTING AREAS SHALL BE KEPT FREE OF TRASH, WEEDS, DEBRIS, AND DEAD PLANT
MATERIAL.

14.  ALL LIME STABILIZED SOIL AND INORGANIC SELECT FILL FOR BUILDING OR PAVING
CONSTRUCTION SHALL BE REMOVED FROM ALL PLANTING BEDS TO A MINIMUM DEPTH OF
24". REPLACE MATERIAL REMOVED WITH IMPORTED TOPSOIL.

15.  TREES OVERHANGING PEDESTRIAN WALKS SHALL BE LIMBED TO A HEIGHT OF SEVEN FEET
(7').  TREE OVERHANGING PUBLIC STREETS AND FIRELANES SHALL BE LIMBED TO A HEIGHT
OF FOURTEEN FEET (14').

16.  TREES PLANTED NEXT TO ACCESSIBLE ROUTES AND ACCESSIBLE AREAS SHALL BE LIMBED
TO 7'6” (80” MIN.) AFF.

17.  ALL PROPOSED TREES SHALL BE STAKED WITH AN AT-GRADE ROOT BALL SECURING
SYSTEM AS SHOWN IN THE PLANTING DETAILS AND SPECIFICATIONS.  NO ABOVE-GROUND
STAKING SYSTEMS, GUY WIRES/WIRES, HOSES, STRAPS, POSTS (METAL OR WOOD) SHALL
BE ALLOWED UNLESS AURTHORIZED IN WRITING BY THE LANDSCAPE ARCHITECT.

18.  PERMANENT IRRIGATION IS TO BE INSTALLED PER IRRIGATION PLANS.
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